
722rEUR, 723rEUR, 727rEUR, 728rEUR
UK
Radio detector differs 16,777,214 (224 -2)
Environmental Class I (Tested -10 to +55°C)
Security Grade 2 (EN50131)
NL
Aantal draadloze codes 16.777.214 (224 -2)
Milieuklasse I (Getest op -10 to +55 °C)
Beveiligingsklasse 2 (EN50131)
Fr
Nombre de codes sans fil 16.777.214 (224 -2)
Classe d’environement I (Testé de -10 à +55 °C)
Grade de sécurité 2 (EN50131)
It
Codici Radio 16,777,214 (224 -2)
Ambiente I (Test da -10°C a +55°C)
Grado Sicurezza 2 (EN50131)
Dk
Trådløse detektor differs. 16.777.214 (224-2)
Miljøklasse  I (testet -10° - +55°C)
Sikkerhedsklasse 2 (EN50131)
N
Radiodetektor 16.777.214 (224 -2) muligheter
Miljøklasse I (Testet -10 til +55øC)
Sikkerhetsgrad 2 (EN50131)
Sv
Radiodetektor 16.777.214 (224 -2) möjligheter
Miljöklass  I (testad -10° - +55°C)
Sikkerhedsklasse 2 (EN50131)
De
728rEUR-00
Abweichung des Funkmelders 16.777.214 (224 -2)
Umweltklasse I (geprüft von -10 bis 55 °C)
Sicherheitsklasse 2 (EN50131)
Es
El detector de radio varía 16,777,214 (224 -2)
Clase medioambiental I ( Probado -10 a +55° C)
Grado de seguridad  2 (EN50131)
Pt
728rEUR-00
O detector de rádio difere 16.777.214 (224 -2)
Classe Ambiental I (Testada -10 a +55°C)
Grau de Segurança 2 (EN50131)
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722r/723r/727r/728r 

UK
Cooper Security Ltd
Security House
Vantage Point Business Village
Mitcheldean
Gloucestershire
GL17 0SZ 

Product Support (UK) Tel: +44 (0)870 757 5400
Available between: 
08:15 and 17:00 Monday to Friday,
Product Support Fax: +44 (0)1594 545401
Part No. 11685680 Issue 1
www.coopersecurity.co.uk

NL
Cooper Security Ltd
Terheydenseweg 465
4825 BK Breda
NEDERLAND
Tel: +31 (0)76 5729944
Fax: +31 (0)76 5729949
www.cooper-security.nl

Fr
Cooper Security
9-11 rue des Raverdis
92230 GENNEVILLIERS - France
Tél. : 01.41.11.32.90
Fax : 01.41.11.32.91

It
Cooper Security Limited
Via Meucci 10
20094 Corsico -MI-
ITALIA
TEL: +39 (0)2 45 86 73 96
FAX: +39 (0)2 45 01 509

Pt
Pretrónica-Precisão Electrónica, Lda.
Parque Industrial Serra das Minas
Av. Irene Lisboa, Lote 19, Armazém C, Piso 2
2635-001 Rio de Mouro
Portugal 
Tel: +351 219 198 500
Fax: +351 219 198 501 

ES
J.M. Systems-Com, S.L.
Ronda Isaac Peral, 9
Parc Tecnologic – Paterna
Valencia 46980
Telf. Serv. Técnico: 902 15 34 90
Lunes a jueves de 8:30 – 13:30 y 15:30 – 18:30
Viernes de 8:30 – 14:30
Fax: 96 131 81 42
E-mail: info@jmsystems.es
 servicio.tecnico@jmsystems.es
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